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SUBJECT: Climate Control – A/C (Air Conditioning) Mounting  
 

Bulletin CSB08-160-002 is superseded by bulletin CSB08-160-002A 
due to the need of removing all spacers and installing new serpentine 
belt. Any vehicle repaired under bulletin CSB08-160-002 will require 
additional work. 
 

APPLIES TO:    Certain Spartan Firetruck Cab/Chassis equipped with a 2007 ISC or ISL 
Cummins Engine and a TM-16 A/C Compressor. Having a VDM 
(Vehicle Date of Manufacture) of October 16, 2007 through August 11, 
2008. 

CONDITION : Serpentine belt squeal 

CORRECTION :   Remove all spacers and mounting hardware from A/C compressor 
mounting and install new serpentine belt 

 

 

 

PART / SERVICE INFORMATION:  

Labor Time: 1.0 Hrs.        
  

QTY. Part Number  Description 
   1 S-1952-001D   Kit –ISC/L TM-16 Belt Squeal Service 
 As required      N/A                                Adhesive Loctite® 242® Threadlocker 
 
Kit # S-1952-001D Contains: 
   

QTY. Part Number  Description 
   4 M08125025FH7B Bolt – M08-125 x 25MM Flange Head 
   1 5080850 Belt-Fan Drive 
   1 CSB08-160-002A Document Instructions 
   

PLEASE READ THE ENTIRE BULLETIN BEFORE PROCEEDING WITH ANY 

WORK. CONTACT SPARTAN CHASSIS IF THERE ARE ANY CONCERNS WITH 

THE PROCEDURES CONTAINED IN THIS DOCUMENT  
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STEP-BY-STEP INSTRUCTIONS: 
 

1. Observe all industry safety standards, disconnect any necessary power source and secure 
vehicle for removing all spacers from air conditioning (A/C) mounting and install new 
serpentine belt. 

 

2. Tilt cab ensuring safety latch is in place, follow instructions on placard. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTE:  Some units may not require the removal of the CAC tube to access the A/C 
mounting. 

       

3. From passenger side loosen clamps from CAC tube remove CAC tube to gain access to A/C 
compressor. Retain CAC tube and clamps for reuse. 

 

4. Remove tension from serpentine belt, remove A/C compressor serpentine belt from engine. 
Properly discard serpentine belt. 

A/C COMPRESSOR 
FIG. 2-1 

CAC Tube Clamp  
Torque to 90 lbs. in. 

A/C Compressor 

CAC Tube 
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5. Loosen and remove four (4) M8 bolts and washers from A/C compressor mount. Properly 
discard mounting bolts and washers. 

 

6. Carefully remove A/C compressor assembly from engine, ensuring that A/C lines and A/C 
electrical harness are not damaged. Carefully place assembly on top of engine. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

7. Refer to FIG. 3-1. Remove all spacers from A/C compressor mount (there may be 1, 2 or 3 pairs 
of spacers). Properly discard all spacers. Retaining A/C compressor assembly for reuse. 

 

         NOTE:  For the following instruction apply Loctite® 242® Threadlocker to the bolts on 
the first five threads from the end of bolt. 

 

A/C COMPRESSOR WITH SPACERS INSTALLED 
FIG. 3-1 

Remove All Spacers 

Compressor Mounting Bracket Remove (4) -M8 Bolts 
and Washers 

 (3 bolts shown) 
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8. Reinstall original A/C compressor assembly, using four (4) new M8 x 25mm flange head bolts 
from kit. Ensure A/C lines and A/C electrical harnesses are routed properly. Torque M8 bolts to 
27 lbs. ft. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

9. Install new A/C compressor serpentine belt, ensuring pulley-grooves and belt-grooves are 
properly aligned. 

         
10. Reinstall CAC tube. Torque clamps to 90 lbs. in. 

 

11. Reconnect any power source previously disconnected. 
 

12. Lower cab following instructions on placard. 

CORRECT A/C ASSEMBLY SHOWN 
FIG. 4-1 

(4) -M8x 25mm 
Torque To 27 lbs. ft. 

(3 bolts shown) 


