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Technical Service Bulletins are intended for use by Professional Technicians only.  They are written to guide Professional Technicians in 
performing service to vehicles of product specific nature in conjunction with industry standards.  Professional Technicians are appropriately 
trained on industry standards and have the tools and equipment to perform procedures safely and properly. 
 

SUBJECT: Engine-Dipstick Assembly Engine Oil C-13 CAT 

 Bulletin #TSB07-170-001B supersedes all previous releases due to 
the addition of enhanced procedures. Any vehicle repaired under a 
previous bulletin will not require any additional work. 

 

APPLIES TO:     Certain Spartan Firetrucks Equipped with a CAT C-13 Engine and 
having a VDM (Vehicle Date of Manufacture) prior to June 29, 2006. 

CONDITION : Inaccurate oil dipstick calibration  

 
 
 
 

 
PART / SERVICE INFORMATION:  
 
NO LABOR TIME ALLOWED 
 
QTY. Part Number             Description 
   1 S-1815-001B Kit-Dipstick Asm. Eng .Oil C-13 
                                 
     Kit # S-1815-001B Contains: 
 
         QTY.              Part Number                Description 
            1                     1948-AA3-001               Dipstick Assembly Engine Oil C-13 
            6            T-50IOM4                      Tie Strap 11” 
            1             TSB07-170-001B           Document Instructions 
 
STEP-BY-STEP INSTRUCTIONS: 
 

1. Observe all industry safety standards and secure vehicle to allow for the replacement of the 
engine oil dipstick. 

 

PLEASE READ THE ENTIRE BULLETIN BEFORE PROCEEDING WITH ANY 

WORK. CONTACT SPARTAN CHASSIS IF THERE ARE ANY CONCERNS WITH 

THE PROCEDURES CONTAINED IN THIS DOCUMENT  
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2. Tilt cab ensuring the safety latch is engaged. 
 

3. Loosen clamp and remove dipstick by cutting tie straps and pulling straight out from engine 
port. Save clamp for reuse. Dispose of dipstick properly. 

 

4. Slide clamp on to dipstick tube. Do not tighten at this time. 
 

NOTE:  Do not heat dipstick tube. 
 

5. Refer to FIG. 2-1. Install new dipstick provided in service kit. Slide dipstick to the first bead 
of the port. Tighten clamp and secure with tie strap. Tie strap must be located as shown. 

 

6. Dipstick must be routed in a down hill manor and must not be in contact with any heat 
source. Use tie straps as necessary. 

 

7. 32 quarts of oil is required for the initial fill, refer to CAT engine manual for detailed 
information. 

 

8. Check and adjust oil level as necessary. 
          
 

 
  
 

                Dipstick Installation & Location  
                             FIG. 2-1 
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